IMPLEMENTATION GUIDE

APPENDIX C - HUD Communications Envelope Specifications

Presented on the following pages are the data imguides for the Interchange
Control segments and the functional group segmenifiese are used in every
communications session. As stated in Sectionth®, interchange control segment
provides information on you and your trading padneThe functional group segments

provide information about each functional group.
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APPENDIX C HUD Communications Envelope Spefications

Data Mapping Guide
Interchange Control Segments

ICS Interchange Control Structures

Introduction:

The purpose of this standard is to define the obstructures for the electronic interchange of onmore
encoded business transactions including the ERictEdnic Data Interchange) encoded transactions of
Accredited Standards Committee X12. This standesdiges the interchange envelope of a header and
trailer for the electronic interchange through tadeansmission, and it provides a structure tmaakedge
the receipt and processing of this envelope.

Pos. Seg. Req. Loop Notes and
No. ID Name Des. Max.Use Repeat Comments
Must Us€10 ISA Interchange Control Header M 1
Must Us€20 GS Functional Group Header @) 1
Must Us€®30 GE Functional Group Trailer O 1
Must Usé&40 IEA Interchange Control Trailer M 1
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Segment:

Position:
Loop:
Level:

Usage:

Max Use:
Purpose:

Syntax Notes:
Semantic Notes:

|SA Interchange Control Header
010

Mandatory

1

To start and identify an interchange of zero orerfanctional groups and
interchange-related control segments

Comments:
Data Element Summary
Ref. Data
Des. Element Name Attributes

Must Use [ISAO01 101  Authorization Information Qualifier M ID 2/2
Code to identify the type of information in the Aotization
Information
Must be 00.

00 No Authorization Information Present (No
Meaningful Information in 102)

Must Use ISA02 102  Authorization Information M AN 10/10
Information used for additional identification arthorization of the
sender or the data in the interchange. The tyjf@fmation is set by
the Authorization Information Qualifier.

Must be 10 spaces.

Must Use ISA03 103  Security Information Qualifier M ID 2/2
Code to identify the type of information in the 8ety Information
Must be 00.

00 No Security Information Present (No Meaningful
Information in 104)
Must Use ISA04 104  Security Information M AN 10/10

Must Use [ISAO05

Must Use ISA06

This is used for identifying the security infornmatiabout the sender or
the data in the interchange. The type of infornmaisoset by the
Security Information Qualifier.
Must be 10 spaces.

105 Interchange ID Qualifier M ID2/2
Qualifier to designate the system/method of codectire used to
designate the sender or receiver ID element baiatjfapd

01 Duns (Dun & Bradstreet)
ZZ Mutually Defined
I06 Interchange Sender ID M AN 15/15

Identification code published by the sender foreotbarties to use as
the receiver ID to route data to them; the senlieays codes this value
in the sender ID element

Should be mortgagee ID number for mortgagee serdiiegtly, DUNS
number for service bure (if appropriate with trailing blanks to mee
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15 character requirement.

Must Use ISA07 105 Interchange ID Qualifier M ID2/2
Qualifier to designate the system/method of codectire used to
designate the sender or receiver ID element baiatjfepd
Should be ZZ for mortgagee or other appropriatdifigrafor Service

Bureau.
01 Duns (Dun & Bradstreet)
ZZ Mutually Defined
Must Use ISA08 107  Interchange Receiver ID M AN 15/15

Identification code published by the receiver & ttata; When
sending, it is used by the sender as their seriBintpus other parties
sending to them will use this as a receiving |Ddote data to them
This number is determined by HUD. Contact the BHBIp Desk at 1-
800-483-4334 for clarification.

Must Use ISA09 108 Interchange Date M DT 6/6
Date of the interchange
Must be in YYMMDD format.

Must Use ISA10 109 Interchange Time M TM4/4
Time of the interchange
Must Use ISA11l 110  Interchange Control Standards Identifier M ID1/1

Code to identify the agency responsible for themdstandard used by
the message that is enclosed by the interchangkehaad trailer

Must be U.
U U.S. EDI Community of ASC X12, TDCC, and
UCs
Must Use ISA12 111  Interchange Control Version Number M ID5/5

This version number covers the interchange cosggiments
Must be version number mutually agreed to by HUD mnortgagee
(e.g. 00300- Draft Standards Approved for Publaratty ASC X12
Procedures Review Board through October 1992). O8a0X12
version 004010 and 004040.
Refer to 003040 Data Element Dictionary for acceletaode values.
Must Use ISA13 112  Interchange Control Number M NO 9/9
This number uniquely identifies the interchangeadatthe sender. It is
assigned by the sender. Together with the sendiruiquely
identifies the interchange data to the receivas. $uggested that the
sender, receiver, and all third parties be abledamtain an audit trail
of interchanges using this number.
This data interchange control number must be idehto the same
element in the associated Interchange Control dr#iA02.

Must Use ISA14 113  Acknowledgment Requested M ID1/1
Code sent by the sender to request an interchakgewledgment
(TAL)
Must be 0.
0 No Acknowledgment Requested
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Must Use ISA15 114  Test Indicator M ID1/1
Code to indicate whether data enclosed by thiséhtege envelope is
test or production
Enter P when status has changed to production.

Enter T for test period only.

P Production Data
T Test Data
Must Use ISA16 115  Subelement Separator M AN 1/1

This is a field reserved for future expansion ipagating data element
subgroups. (In the interest of a migration to inégional standards, this
must be different from the data element separator).
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Segment: GS Functional Group Header
Position: 020
Loop:
Level:
Usage: Optional
Max Use: 1
Purpose: To indicate the beginning of a functional groupl &m provide control information

Syntax Notes:
Semantic Notes:

Comments:

Notes:

Ref.
Des.

1 GSO04 is the group date.

2 GSO05 is the group time.

3 The data interchange control number GSO06 in thalkr must be identical to the
same data element in the associated functionapgrailer, GE02.

1 A functional group of related transaction setghimithe scope of X12 standards,
consists of a collection of similar transactiorssariclosed by a functional group
header and a functional group trailer.

NOTE: This functional group header is used difféisehy servicing mortgagees

and service bureaus.

Servicing Mortgagee: Each transaction set type, (268 and 266) is a separate

functional group; the sender's code (GS02) is advthg mortgagee’s ID#.

Service Bureau: Each transaction set (260, 262663 for a specific mortgagee

is a separate functional group; the sender's d8&©2) is always the

mortgagee's ID number. For example, all 260s inéttesd by a service bureau

for Sunnyside Mortgage Co. would be one functigralip and all 264s for

Sunnyside Mortgage would be another. In each, @ataent GS02 would be

Sunnyside's mortgagee's ID.

Data Element Summary
Data
Element Name Attributes

Must Use GSO01

Must Use GS02

Must Use GSO03

479  Functional Identifier Code M ID2/2
Code identifying a group of application relatechBaction sets
Must be MG for mortgage servicing specific trangacsets.

RA will be entered by HUD for transaction set 820.

AG will be entered by HUD for transaction set 824.

AG Application Advice (824)

FA Functional Acknowledgment (997)

MG Mortgage Servicing Transaction Sets (260, 264,

266)

RA Payment Order/Remittance Advice (820)
Application Sender's Code M AN 2/15
Code identifying party sending transmission; caalgreed to by trading
partners
Servicers must enter mortgagee ID with a program éixcept for
Mortgage Insurance Claims) (e.g., 1234567890T)e s’ for
Mortgage Loan Default and "T" for Mortgage Recofta@ge and
Termination. NOTE: No flag is needed for Mortgagsurance
Claims.

Application Receiver's Code

142

124 M AN 2/15
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Code identifying party receiving transmission. Codgreed to by
trading partners

This number is determined by HUD. Contact the HBIp Desk at 1-
800-483-4334 for clarification.

Must Use GS04 373 Date M DT 6/6
Date (YYMMDD) use this format for versions prior Xd.2 version
004010
Date M DT 8/8

Date (CCYYMMDD) use this format for X12 version @D and after
The length of this data element is determined kyXh2 version being
used.

Must Use GS05 337 Time M TM 4/8
Time expressed in 24-hour clock time as follows:NHW, or
HHMMSS, or HHMMSSD, or HHMMSSDD, where H = hour<(0
23), M = minutes (00-59), S = integer seconds (90amd DD =
decimal seconds; decimal seconds are expressetiagst D = tenths
(0-9) and DD = hundredths (00-99)

Must Use GS06 28  Group Control Number M  NO1/9
Assigned number originated and maintained by theese
This data Group Control Number must be identicaheosame element
in the associated Functional Group Trailer GEO2.

Must Use GSO07 455 Responsible Agency Code M ID1/2
Code used in conjunction with Data Element 48@emntify the issuer
of the standard

Must be X.
X Accredited Standards Committee X12
Must Use GSO08 480 Version / Release / Industry Identifier Code M AN 1/12

Code indicating the version, release, subreleaskiralustry identifier
of the EDI standard being used, including the G&@a segments; if
code in DE455 in GS segment is X, then in DE 48§ltimms 1-3 are
the version number; positions 4-6 are the releadesabrelease, level
of the version; and positions 7-12 are the industrirade association
identifiers (optionally assigned by user); if caddDE455 in GS
segment is T, then other formats are allowed

Enter version number mutually agreed to by HUD enmtitgagee (e.g.
003032 - Draft Standards Approved for PublicatigrAlSC X12
Procedures Review Board Through June 1993).

Note: The versions 004010 and 004040 can alscée ifiappropriate.

003032 Draft Standards Approved for Publication by ASC
X12 Procedures Review Board Through June 1993

003042 Draft Standards Approved for Publication by ASC
X12 Procedures Review Board through June 1994

004010 Draft Standards Approved for Publication by ASC
X12 Procedures Review Board

004040 Draft Standards Approved for Publication by ASC

X12 Procedures Review Board
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Segment: G E Functional Group Trailer
Position: 030
Loop:
Level:
Usage: Optional
Max Use: 1
Purpose: To indicate the end of a functional group andrtmvjale control information

Syntax Notes:
Semantic Notes:

1 The data interchange control number GEO2 in thiter must be identical to the
same data element in the associated Functionaldd€z@06.

Comments: 1 The use of identical data interchange control rensiin the associated
functional group header and trailer is designeahaximize functional group
integrity. The control number is the same as tsatin the corresponding
header.

Data Element Summary
Ref. Data
Des. Element Name Attributes
Must Use GEO1 97  Number of Transaction Sets Included M NO 1/6

Must Use GEO02

Total number of transaction sets included in thecfional group or
interchange (transmission) group terminated bytriiéer containing
this data element

28  Group Control Number M  NO1/9
Assigned number originated and maintained by theese
This Data Group Control Number must be identicdh®nsame element
in the associated Functional Group Header (GS06).
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Segment: |EA Interchange Control Trailer

Position: 040
Loop:
Level:

Usage: Mandatory

Max Use: 1

Purpose: To define the end of an interchange of zero orenfionctional groups and
interchange-related control segments

Syntax Notes:
Semantic Notes:

Comments:
Data Element Summary
Ref. Data
Des. Element Name Attributes
Must Use [EAO1 116  Number of Included Functional Groups M NO1/5
A count of the number of functional groups includieé transmission.
Must Use [IEAQ2 112  Interchange Control Number M  NO 9/9

This number uniquely identifies the interchangeadatthe sender. It is
assigned by the sender. Together with the sendirfiiquely
identifies the interchange data to the receivés. suggested that the
sender, receiver, and all third parties be ablramtain an audit trail
of interchanges using this number.

This Data Interchange Control Number must be idahtb the same
element in the associated Interchange Control Hd&#el. 3.
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